REHAU RIO
FLUSH SASH WINDOWS

The Rio Flush Fit window has been designed so that the opening sash of the window fits flush with the outer frame
providing that authentic appearance of a traditional timber window. As with all of REHAU’s windows, safety, security and
efficiency is assured.

The colour options available have been chosen to include both woodgrain and smooth finishes for traditional and
modern colour palettes. And with 20 colour options you can tailor the windows to suit both the external and internal
features of the home.

COLOURS AVAILABLE:
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Slate Grey /
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Anthracite Grey /
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Golden Oak /
Golden Oak
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NEW

Authentic textured
wood finish

20 colour options available including
NEW Turner Oak finish (pictured left)
exclusive to the Rio product.

Three Joint Options - Fully welded,
Fully Mechanical and ETL Weld

Compatible with Total70 outerframe so
can be specified as either Sculptured
or Chamfered

Dummy Transoms available

Dummy Butt Hinges can be added for
further authenticity

Total70 Eurogroove means no extra
cost for specialist gearing is added.

Joint options available ensures there is
no need for glass bonding

Familiarity with Total70 products
provides an easy installation.
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The windows are fabricated using the existing Total70
chamfered and sculptured outerframes and can be
specified with three joint options; fully mechanical, ETL and
fully welded. Due to it's design there is no need for glass
bonding so frames can be supplied unglazed.

28mm Glazing
as standard with
option for 34mm
Triple Glazing

Traditional
Low Level 28mm
. . . Sculptured Bead
Furthermore, by using the same eurogroove positioning

as the Total 70 sashes, it allows us to use the full range of

window hardware you are used to seeing on your casement ‘
windows. ¥

Eurogroove in
same position as

The Rio is available with the following T e
manufacturing options:-

gearing required

REHAU RIO
FLUSH SASH WINDOWS

-

Integral Low-
Level Gasket

External
Chamfer detail
for smoother
sightlines

5

Jointing Options:
Full Mechanical Joint
Full Weld Joint

Full ETL Joint

S

Fully Mechanical Flush Sash Windows: Mechanical Outer/Mechanical Sash Construction Method (MO-MS)

OUTSIDE INSIDE

Mechanical Joint Mechanical Joint

- Mechanically joined on both the internal and
external sides

- Can be supplied unglazed

External Timber Look Welded Flush Sash Windows: ETL Outer/ETL Weld Sash Construction Method (TWO/TWS)

OUTSIDE INSIDE

outerfr

ETL Weld Pinch Weld

- External Timber Look Weld on external side of

ame

- Pinch Weld on internal side of outerframe
- External Timber Look Weld on external side of sash
- Pinch Weld on internal side of sash

- Can be supplied unglazed

Welded Flush Sash Windows: Welded Outer/Welded Sash Construction Method (WO-WS)

OUTSIDE INSIDE

interna

Pinch Weld Grooved Weld

- Pinch or Grooved Weld outerframes on both
the internal and external sides

- Pinch or Grooved Weld sashes on both the

| and external sides

- Can be supplied unglazed
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